
  Onto existing floors

On an existing wood floor, the blocks 
should be laid so that they run in the 
opposite direction of the existing floor. To 
achieve the correct flatness, the subfloor 
can be levelled through sanding, filling or 
with hardboard (if a hardboard is used, 
please follow the instructions for laying 
onto boards). Before laying the blocks, 
make sure the subfloor is completely free 
of grease and dirt. Follow the instructions 
below: 

1. The wood floor must be stable and make no 
creaking noises. Secure it with screws if 
necessary. 

2. The wood floor must be flat +/- 2 mm per 2 m 
measured with a straightedge. 

3. Remember that the new floor should be 
installed so that the blocks run in the opposite 
direction of the existing floor. If you want the 
blocks to run in the same direction as the existing 
floor you must first nail on 6 mm board or the like 
following the producers instructions. Then gluing 
can begin.

After laying the hardwood floor a surface treatment 
must be carried out as described on page 11.

7. Nail or screw each plank into the batten fixing 
the nail or screw concealed into the tongue side 
at an angle of 45 degrees using one nail or screw 
for each batten. Use 28 x 65 mm hot-galvanised 
round flooring nails for hand nailing or 65 mm 
T-nails for your nail gun. 

8. Use 55 mm Monta-Flex screws for screwing. 
When using screws, you may need to pre-drill (use 
a drill bit with a smaller diameter than the screw). 

After laying the hardwood floor a surface treatment 
must be carried out as described on page 11.



Screwing onto an existing floor

1. Screw each block onto the existing floor with 
one screw concealed on the tongue side at an 
angle of 45 degrees. Use 4.2 x 35 mm Monta-Flex 
screws for blocks of 15 and 20 mm. Pre-drill if 
necessary. Make sure you keep the 10-block 
measure and use spacers if necessary. In order to 
reduce transmitted noise from the compartment 
below and adjacent 500 g/sqm of flooring paper 
can be installed between the subfloor and the 
parquet blocks.

2. A hammering block or hammering rail may be 
used to hammer the blocks together.

After laying the hardwood floor a surface treatment 
must be carried out as described on page 11. 

Gluing onto an existing floor 		
Hørning parquet blocks are ideal for 
gluing onto existing floors. Do not glue in 
tongue and groove. It is only possible to 
fully glue onto a clean and stabil surface.  

1. Apply Hørning MS 980 with glue spatula no. 3 
designed for Hørning MS 980. Use 0,5 litre per m2. 
Do not apply more adhesive than laying can be 
carried out within 20 minutes. Install the blocks 
onto the wet glue. Make sure no glue is pressed 
up between the blocks and do NOT glue in tongue 
and groove. Make sure you keep the 10-block 
measure and use spacers if necessary.

2. You can also screw a guide board onto the 
subfloor approx. 2 blocks away from the wall. 

3. During the laying process it is important to 
keep a weight on the parquet blocks to ensure 
maximum adhesion to the subfloor. Hørning MS 
980 must dry for 48 hours before sanding and 
surface treatment begins. 

After laying the hardwood floor a surface treatment 
must be carried out as described on page 11.



 On concrete or thin screed

Hørning short blocks and pattern blocks 
can be installed on a concrete subfloor. 
The blocks can be glued directly onto 
concrete where the RH is max. 65% with 
Hørning MS 980. Apply the glue with 
Hørning spatula no. 3. Use 0,5 litre Hørning 
MS 980 per m2. 
If the RH is up to 80%, the blocks can be 
glued directly onto concrete using Hørning 
spatula no. 5. Use 0,8 litre Hørning MS 
980 per m2. Hørning MS 980 can be 
used on cement floors and concrete as 
a moisture barrier. Do not apply more 
adhesive than laying can be carried out 
within 20 minutes. 

Gluing onto concrete                                  
Hørning parquet blocks can be fully glued 
onto a concrete floor. Do not glue in 
tongue and groove. It is only possible to 
fully glue onto a clean and stabil surface.  

1. Before laying the parquet blocks make sure 
that the concrete is level, +/- 2 mm per 2 m. 
Use a filler if necessary. 

2. To ensure that the blocks are laid in a straight 
line, mount a guide board approx. two blocks 
away from the wall. 

3. Apply the glue with a spatula. Install the planks 
onto the wet glue. Make sure no glue is pressed 
up between the blocks and do NOT glue in tongue 
and groove. 

4. Remember to keep a 10-15 mm clearance from 
the wall if you want to install a skirting board. 

5. During the laying process it is important to 
keep a weight on the blocks to ensure maximum 
adhesion to the subfloor. Hørning MS 980 must 
dry for 48 hours before sanding and surface 
treatment begins. 

After laying the hardwood floor a surface treatment 
must be carried out as described on page 11.



  Onto board

Hørning short blocks and pattern blocks 
can be installed onto plywood or flooring 
grade chipboard. Use 19 mm boards, 
when plywood is installed on battens with 
a max. centre distance of 520 mm. When 
plywood is laid onto existing floors, use 
15 mm boards. Boards must have tongue 
and groove and be installed in accordance 
with manufacturers instructions. Plywood 
boards must be glued in tongue and 
groove. 
Use 22 mm approved flooring-grade 
chipboard, when chipboard is installed 
on battens with a max. centre distance 
of 600 mm. When installing chipboard 
onto existing floors, use 16 mm approved 
flooring-grade chipboard. 
The blocks can be screwed or glued onto 
plywood and flooring-grade chipboard. 

Screwing onto boards                     

1. Before laying the parquet blocks make sure 
that the board subfloor is level, +/- 2 mm per 2 m. 
Use a filler if necessary. 

2. To ensure that the blocks are laid in a straight 
line, mount a guide board to the board subfloor 
approx. two blocks away from the wall. 

3. Screw each block onto the existing floor with 
one screw concealed on the tongue side at an 
angle of 45 degrees. Use 4.2 x 35 mm Monta-Flex 
screws for blocks of 15 and 20 mm. Pre-drill if 
necessary. In order to reduce transmitted noise 
from the compartment below and adjacent 500 g/
sqm of flooring paper can be installed between 
the subfloor and the parquet blocks.

4. A hammering block or hammering rail may be 
used to hammer the blocks together. Make sure 
you observe the 10-block measure. Use spacers 
if necessary. 

5. Remember to keep a 10-15 mm clearance to 
walls and fixtures.

After laying the hardwood floor a surface treatment 
must be carried out as described on page 11.



Gluing onto boards                        
Hørning parquet blocks can be fully 
glued onto boards. Do not glue in 
tongue and groove. It is only possible 
to fully glue onto a clean and stabil 
surface.  

1. Before laying the parquet blocks make sure 
that the board subfloor is level, +/- 2 mm per 2 m. 
Use a filler if necessary. 

2. To ensure that the blocks are laid in a straight 
line, mount a guide board to the board subfloor 
approx. two blocks from the wall. Make sure you 
observe the 10-block measure. Use spacers if 
necessary. 

3. Remember to keep a 10-15 mm clearance from 
the walls and fixtures.

4. If the board floor is not secured to the 
subconstruction, the blocks should be laid in the 
opposite direction to the boards. If the board floor 
is nailed or screwed to the sub-construction, the 
blocks can be laid in either direction. 

5. The blocks can be glued directly onto the 
subfloor using Hørning MS 980. Use Hørning spa-
tula no. 3. Do not apply more adhesive than laying 
can be carried out within 20 minutes. Install the 
planks onto the wet glue. Make sure no glue is 
pressed up between the blocks and do NOT glue 
in tongue and groove. 

6. During the laying process it is important to 
keep a weight on the blocks to ensure maximum 
adhesion to the subfloor. Hørning MS 980 must 
dry for 48 hours before sanding and surface 
treatment begins. 

After laying the hardwood floor a surface treatment 
must be carried out as described on page 11.



 Parquet details
 

Cut-outs for radiator pipe		

1-2. Measure and mark the location of the pipe on 
the block. 

2.

3. Drill through the block. Remember to allow for 
a space of minimum 5 mm all around the pipe. 

4. Cut through the block through the centre of the 
hole. Join the block around the pipe. 

5. Glue the joint making sure it is supported. If 
possible, you can also cut out a »triangle« starting 
from the hole to the wall-side of the board, insert 
the board and glue on the »triangle«.

6. When you insert the block you may need to 
use a crowbar. BE CAREFUL if you have plastered 
walls. 



Sanding new floors:

It is important that the sanding is carried out to a professional standard.
Before commencing the work, the building must be closed and dry, and the heating system should be running 
continuously.
The treatment should be carried out without being influenced by either draughts or sunlight as this can result 
in uneven drying.

The temperature should at all times be between 17 and 25° C while the work is being carried out, and the air 
humidity between 35 and 65% RH. 
If underfloor heating is installed, the surface temperature must be reduced to normal room temperature  
(20-21° C). The temperature of the underfloor heating system must not be increased until five (5) days after the 
surface treatment work has been carried out.

Adjoining rooms should be screened off as sanding produces dust.
Before commencing the sanding work, the entire floor must be cleaned of fat, mortar splashes, filler, glue, 
paint, silicone etc.

Fine sanding should be carried out with a belt and roll floor sanding machine, first using grade 60 sandpaper, 
then grade 80 and finally finishing off with grade 100.
The floor should then be sanded with an orbital sander using grade 100 or 120 sandpaper.
Depending on wood type, grade 120 or 150 should be used for the final sanding.
To ensure that the sanding marks from the coarse sandpaper can be removed, do not skip more than one 
grade of sandpaper.
Fine sanding of planks and blocks laid in a staggered pattern should be carried out lengthways along the grain 
of the planks/blocks.
Wooden flooring laid in a pattern should first be sanded diagonally and then along the length of the room. 
Alternatively, the floor can be sanded in the direction in which the light falls. Here, the entire surface should be 
fine-sanded in the same direction as that in which the light enters the room.

Once sanding is complete, all floor surfaces and adjoining vertical surfaces (skirting boards, window sills etc.) 
must be carefully vacuumed to prevent impurities in the subsequent surface treatment.

Surface treatment:
Using a Hørning oil, please download instructions from our website: 
www.horningfloor.dk/adhesive




