










2. 

3. Drill through the plank. Remember to allow for a 
space of minimum 5 mm all around the pipe.

4. Cut through the plank through the centre of the 
hole. Join the planks around the pipe.

5. Glue the joint making sure it is supported. If 
possible, you can also cut out a "triangle" from the 
hole to the wall-side of the plank, insert the plank 
and glue on the "triangle". When you insert the 
plank you may need to use a crowbar. 
BE CAREFUL if you have plastered walls.

Planks with rubber fillet

1. When mounting rubber fillets it is not 
necessary to use glue. The fillet is simply inserted 
in the groove of the plank and secured
by the next plank. It is a good idea that two 
people help each other as the rubber fillet maybe 
rather lively. 

2. After installation, sand and finish the floor.

Filling of ships' plank floor

1. Prior to the filling, install the floor following the 
laying instructions.

2. Then apply tape to the surface of the planks on 
both sides of the groove. Taping the surfaces will 
minimise the subsequent sanding work and reduce 
the consumption of joint filler. A Hørning tape 
machine will facilitate the taping work.



3. Now apply bottom tape to the bottom of the 
groove. This tape prevents the joint filler from 
sticking to the bottom which may cause it to 
crack. A Hørning bottom tape machine will facili-
tate the work. Fill the groove with a good amount 
of joint filler.

4. Press the filler firmly into place using a 
spatulaor the like.

5. Remove the masking tape. Leave the joint filler 
to dry for at least 5-7 days before sanding and 
surfacing.

Sanding new floors:

It is important that the sanding is carried out to a 
professional standard.
Before commencing the work, the building must be 
closed and dry, and the heating system should be 
running continuously.
The treatment should be carried out without being 
influenced by either draughts or sunlight as this can 
result in uneven drying.

The temperature should at all times be between 17 
and 25° C while the work is being carried out, and 
the air humidity between 35 and 65% RH. 
If underfloor heating is installed, the surface temperature 
must be reduced to normal room temperature  
(20-21° C). The temperature of the underfloor heating 
system must not be increased until five (5) days after 
the surface treatment work has been carried out.

Adjoining rooms should be screened off as sanding 
produces dust.
Before commencing the sanding work, the entire 
floor must be cleaned of fat, mortar splashes, filler, 
glue, paint, silicone etc.

Fine sanding should be carried out with a belt and 
roll floor sanding machine, first using grade 60 
sandpaper, then grade 80 and finally finishing off 
with grade 100.
The floor should then be sanded with an orbital 
sander using grade 100 or 120 sandpaper.
Depending on wood type, grade 120 or 150 should 
be used for the final sanding.
To ensure that the sanding marks from the coarse 
sandpaper can be removed, do not skip more than 
one grade of sandpaper.
Fine sanding of planks and blocks laid in a staggered 
pattern should be carried out lengthways along the 
grain of the planks/blocks.
Wooden flooring laid in a pattern should first be 
sanded diagonally and then along the length of the 
room. Alternatively, the floor can be sanded in the 
direction in which the light falls. Here, the entire 
surface should be fine-sanded in the same direction 
as that in which the light enters the room.

Once sanding is complete, all floor surfaces and 
adjoining vertical surfaces (skirting boards, window 
sills etc.) must be carefully vacuumed to prevent 
impurities in the subsequent surface treatment.

Surface treatment:
Using a Hørning oil, please download instrutions 
at our website: 
www.horningfloor.dk/adhesive
 


